
 Rota� on mixer AOX 650.T

 Materials and applica� ons

Free of lumps and 
mixed in no � me 
AOX 650 � the compact 
adhesive and mortar mixer.

AOX 650.T – automa� cally 
keeps an eye on mixing � me.

· Tile adhesive ·

· Concrete fi ller ·

· Adhesive mortar ·

· Thinbed mortar · · Grout ·· Epoxy coa� ng ·

· Levelinh compounds ·



Your Collomix specialised dealers:

 Acessory: Bucket dolly

Collomix North America Inc. | P.O.Box 13007 | Milwaukee, WI 53213| USA
Phone 414.471.3883 | al.karraker@collomix.com | www.collomix.com

Rota� on mixer AOX 650.T
� Compact mixer for many liquid, fl owing and plas� c 

materials

� No more overmixed material thanks to � mer
� New motor technology – higher performance 

characteris� cs and lower noise levels
• Interchangeable mixing tools enable diff erent material 

viscosi� es and densi� es
•  High-speed mixing unit and simultaneously rota� ng bucket 

for fast homogenisa� on and lump-free mixtures
• The scraper increases the mixing eff ect and prevents 

material deposits on the edge of the bucket
• Prepared for connec� on of a dust extrac� on system
• Easy to transport thanks to compact design and low weight
• A transport trolley is available as an accessory for easy 

bucket transport
• Ideal for thin-bed mortar, levelling compounds, � le and 

reinforcement adhesive, fi ller, mortar and much more.
• The prac� cal helper for bricklayers, � lers, fl oor layers, 

painters, renovators, ... 
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 Mixing tool DLX

 Mixing tool KR

Material (weight without added water) DLX KR Technical data AOX 650  AOX 650.T

Cement mortar  
Fillers  

Stucco 
Natural stone mortar/cobblestone mortar   
So�  2K pavement grout 
Natural stone mortar  
Tile adhesive  
Grout 
Thin-bed mortar, fl at stone adhesive 
Bonding agents 
Joint-sealing compounds 
2-K sealing slurry 
Levelling compounds 
2-K epoxy resin sand mixture, so�  

Mixing quan� ty: max. 40 l./50 kg max. 40 l./50 kg
Bucket capacity: 65 l.  65 l.
Mixing tool output:  1,2 kW / 230 V 1,2 kW / 230 V
Mixing tool, on-load speed:  630 min-1  630 min-1

Bucket speed:  18 min-1  18 min-1

Weight (empty):  51 kg  51 kg
Dimensions:  60 x 82 x 87 cm  60 x 82 x 87 cm

Art.-No. AOX 650 / AOX 650.T:  37090  37091
Art.-No. Mixing tool DLX:  70149   70149
Art.-No. Mixing tool KR: 70151   70151

Accessories
Art.-No. bucket 65 l.:  60403
Art.-No. bucket dolly: 70183

Height adjustment for the mixer. 
Compensates for level diff erences 
to the bo� om of the bucket, there-
fore no material residue or damage 
to the bo� om of the bucket.

Connec� on piece (Ø 35 mm) 
for dust extrac� on hose.

MIXING

TIMER

only applies to 
AOX 650.T


